<x Tektronix 


COMMITTED TO EXCELLENCE 


TEK CUSTOM SAW TRANSVERSAL FILTERS 


TEK NOW MARKETS BOTH ITS STATE-OF-THE-ART HIGH PERFORMANCE SAW 
FILTERS AS WELL AS ITS NEW MEDIUM PERFORMANCE FILTERS, 


TEK SAW FILTER CHARACTERISTICS 


CENTER FREQUENCY 10 MHZ AND uP 
MINIMUM SHAPE FACTOR: < id 

MINIMUM BANDPASS RIPPLE: 0: sDBePareP 
OUT-OF-BAND REJECTION : AS MUCH AS /O DB 
INSERTION LOSS AS -LOW:AS 10 <DB 
FRACTIONAL BANDWIDTH  : 1 T0502 


TRADE-OFFS EXIST BETWEEN PARAMETERS, 


TEK CAN TAILOR FILTER CHARACTERISTICS TO YOUR NEEDS. 


TYPICAL CUSTOM PRECISION FILTERS MADE BY TEK FOR RCA AND THE TEK 
1450 TV DEMODULATOR AND THEIR PERFORMANCE CHARACTERISTICS AT 25°C 
ARE SHOWN ON THE NEXT THREE PAGES, 
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A TYPICAL PRECISION SAW FILTER PACKAGE IS SHOWN ABOVE. tess 


ITS DIMENSIONS ARE 2.3” X 1,4” x 0,2", = 
MOST MEDIUM PERFORMANCE FILTERS WILL FIT INTO SIGNIFICANTLY 
SMALLER PACKAGES, a 


REFERENCE: 
APPLICATION OF HIGH PERFORMANCE SAW TRANSVERSAL 
FILTERS IN A PRECISION MEASUREMENT INSTRUMENT 
1978 IEEE ULTRASONICS SYMPOSIUM PROCEEDINGS - 
IEEE CaT. No. 78CH 1344-1 SU, PAGES 494-499 = 


For Further Information and/or to Order Contact: 


TEKTRONIX, INC, ATTENTION: SAW TECHNOLOGY Group. 


BEAVERTON, OREGON 97077 PHONE: (503) 627-6119 zi 


